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Mission Statement 
ChemBlend of America strives to be a high quality, custom 

manufacturer. We provide technological expertise with 

vast production  capabilities to offer our customers a wide 

range of opportunities to expand and improve their 

business. We treat all suppliers and customers with the 

highest level of discretion and confidentiality.  
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Plant and Personnel History 

·The plant was  built in the 1960s by Union Carbide. Over 
the years it has been owned and operated by ink, metal 
coatings, industrial coatings, resins and custom 
manufacturing companies. 

·/ÕÒ ÐÌÁÎÔ ÍÁÎÁÇÅÒȭÓ ÂÁÃËÇÒÏÕÎÄ ÌÉÅÓ ÉÎ ÔÈÅ ÍÅÔÁÌ ÐÒÅ-
treatment and custom manufacturing business. 

·/ÕÒ ÈÅÁÄ ÃÈÅÍÉÓÔȭÓ ÂÁÃËÇÒÏÕÎÄ ÌÉÅÓ ÉÎ ÉÎË ÁÎÄ ÐÏÌÙÍÅÒ 
chemistry, as well as custom manufacturing. 
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Ribbon Blender 

·Used for dry blending or drumming. 

·There are 2 units on site. 

·Filled using supersacks. 

·Ribbons grind-up any caked product. 

·Drums filled on a scale. 
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Indoor Bulk Tanks #1 and #2 

·6000 Gallon Storage Tanks. 

·σȾρφȱ 3ÔÁÉÎÌÅÓÓ 3ÔÅÅÌ 

·For storing non-
flamables/combustables, such as 
chlor/alkali, acids, glycols, or 
surfactants. 

·Planned storage for PG? 
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Indoor Bulk Tank Farm (Freezable Storage) 

·One 6,000 gallon fiberglass. 

·One 5,000 gallon blue 
polyethylene. 

·One 4,000 gallon stainless Steel. 

·Two 2,500 gallon glass lined. 
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Blending Kettles (Fom Left to Right) 

·Tank 1 ɀ 3:  

· 1,000g stainless steel cold blend 
mixers with nitrogen blanket. Air 
Operated, variable speed blades. 

·Tank 4:  

· 1000g stainless steel mixer with 
inside steam coil up to 330°F and  
nitrogen blanket. Air Operated, 
variable speed blades. 

·Tank 5: 

· 4,500g steam-jacketed, dimpled 
steel  mixer. 330°F maximum 
temperature. No nitrogen at 
present, but possible if needed. 
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Finished Goods Tank, Blending & Wax Kettle 
(From Left to Right) 

¾ Tank 1:  
· 4,500g poly holding tank. Meant 

for non-flammable finished 
goods. 

¾ Tank 2:  
· 1,500g stainless steel dimpled 

mixer. 330ÁF maximum 
temperature. Currently no 
nitrogen blanket, but possible. 

¾ Tank 3:  
· (Double-Stacked) 330g carbon 

steel, hot wax melt tank. 330ÁF 
maximum temperature steam 
coils. Air operated variable 
speed blade. Used mostly for 
wire -drawing compounds. 
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Flammable Room (Part 1) 

·250g steam-jacketed, stainless 
steel mixed. Used for samples or 
small batches. 330°F maximum 
temperature, with air-powered, 
variable speed blade. 

·25g sample mixer, with same 
characteristics as above. 

·1,500g polyethylene mixing tank. 
Designed for acid blending, 
equipped with wet scrub filter 
for fumes. 
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Flammable Room (Part 2) 

·Two 1,200 gallon 
stainless steel, explosion 
proof mixing tanks. Hot 
water jacketed, with a 
maximum temperature 
of 150°F. Electric, single 
speed blade. 

·Room wiring is hard-
piped, with blow-out 
skylights and roof.  
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